
Orientation to the new



LP1000 Familiarization
Review the operation and features of the 
LI FEPAK 1000 defibrillator including:

Electrode/ pad placement
AED mode
ECG monitoring
Pediatric patient
Maintenance/ Battery



LP1000 Familiarization
The LP1000 is much like 
other AEDs you have used in 
the past.
The primary difference is 
that it can also function as a 
3 lead EKG.



LP1000 Familiarization

Electrode Plug-in

Display Screen

Battery 

Electrode Capabilities

Readiness 
display

On-off switch

Shock button

Analyze button



LP1000  Operation
Operates in the AED mode for cardiac arrest.

Use appropriate electrode cable (gray-adult, pink-
child)
Follow voice prompts, as with normal AED 
operation

Operates in the EKG monitor mode for ALS 
identification of heart rhythm and rate

Use green electrode cable
Attach leads to patient



LP1000 Familiarization
Click mouse inside red box for more information.



LP1000 Familiarization
Electrode Plug-in

All electrodes plug in here in the same 
manner as the previous LP AEDs.   This 
includes Adult Quik Combo, Pediatric 

and EKG monitor electrodes.



LP1000 Familiarization
Electrode indicator

Color codes indicating which 
cables are compatible with the  

LP1000.

Gray-Adult AED

Pink-Pediatric AED

Green-EKG monitoring



Adult AED Pads
These AED pads are for Adult (ages 8 and up) 

use only.  They are for use by ALS or BLS 
providers.  They can stay plugged in to the 

LP1000 at all times, if desired.



Pediatric AED Pads
The pediatric pads are for use 
with patients less than 8 years 
old. They are for use by ALS or 

BLS providers. 



LP1000 Familiarization
Defibrillation Pad Placement

The same as in the past
Both for adult and pediatric patients

Adult Pad 
Placement

Pediatric  Pad 
Placement



LP1000  Operation-AED Mode  



LP1000  Operation-AED Mode  

Turn unit on

Follow 
voice/ 
screen 

prompts

Attach electrodes



LP1000  Operation-EKG Mode



LP1000  Operation-EKG Mode
EKG Mode

Will normally be used by ALS providers  
Displays Lead I I only
Does not allow the provider to deliver a 
shock.



LP1000  Operation-EKG Mode 

Turn unit on

That s it.  EKG 
will display on 

the screen.

Attach electrodes



LP1000  Operation-EKG Mode



LP1000  Operation-EKG Mode

I f a shockable rhythm is 
detected while in EKG mode, 
you must:

Remove the green EKG cable

Connect the gray defib cable

Proceed in AED mode.



LP1000 Familiarization
Every time the LP1000 is used, the patient 
data is saved.  
The unit can only store records for 2 patients:

The current patient
The last patient

Therefore, after each use, you must
Contact the PAD (Public Access 
Defibrillation) Office as soon as possible so 
that the information can be saved.



LP1000 Familiarization
Check-out Procedures

I t is NOT necessary to turn the machine ON to 
perform a daily test
Simply check the Readiness display:

OK symbol present
Battery gauge

Check to ensure the proper inventory, including 
expiration dates:

Adult AED pads
Pediatric AED pads
3-lead electrodes
3-lead cable



LP1000 Familiarization
Readiness Display
The LP1000 performs automatic tests for 

low or replace battery conditions at 3:00 AM 
daily.
Each time the unit is manually turned on, it 

performs an internal self-test .

OK symbol 
visible= AED is 
ready for use

Battery gauge on the 
readiness display 

updates every day



LP1000 Familiarization
Readiness Display

The battery in your LP1000 is non-rechargeable.

Contact your EMS Supply Officer when your battery 
indicator shows 2 bars or less. 

The approximate level of charge remaining in the 
battery appears on the readiness display when the 
LP1000 is off.

HELP!  Change me soon!



LP1000 Familiarization
Readiness Display
I f the LP1000 requires service, the 

wrench symbol appears
If the wrench is visible, remove the 

LP1000 from service and contact the EMS 
Duty Officer.


